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Abstract of JP2003293450 

<P>PROBLEM TO BE SOLVED: To provide a 
joint structure of a steel-pipe column and a 
diaphragm, enabling reduction in the 
manufacturing cost including material cost, 
and improvement in tenacity of the whole 
member. <P>SOLUTION: In this joint 
structure, a diaphragm 10 is welded and joined 
to the end of a square pipe, at least one end of 
which is subjected to beveling. A facing 
welding built-up 30 is applied to a welding joint 
part of the square steel pipe 1 has the 
standard of tensile strength of a raw steel plate 
under 590 N/mm<SP>2</SP>, and 0[deg.]C 
impact absorbing energy of 70 J or more at the 
whole section, and the diaphragm 10. 
<P>COPYRIGHT: (C)2004,JPO 
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PROBLEM TO BE SOLVED: To provide a joint structure of a 
steel-pipe column and a diaphragm, enabling reduction in the 
manufacturing cost including material cost, and improvement in 
tenacity of the whole member. 

SOLUTION: In this joint structure, a diaphragm 10 is welded and 
joined to the end of a square pipe, at least one end of which is 
subjected to beveling. A facing welding built-up 30 is applied to a 
welding joint part of the square steel pipe 1 has the standard of 
tensile strength of a raw steel plate under 590 N/mm2, and 0°C 
impact absorbing energy of 70 J or more at the whole section, and 
the diaphragm 10. 
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